• Install batteries and the SD card.

• Back up SD card the contents to other area. Format the SD card on the camera.

• Retrieve the SD card and plug it in your computer (SD card reader maybe needed).

Copy and paste the FW6210A.bin file in the root directory of the SD card.

(Inquire the national distributor if there is an upgrade available and where to

download it.)

• Retrieve the SD card and insert it back in the camera. Press “Left” keyboard on the camera and turn on camera to test position

 And LCD will display “upgrade successfully”
• Enter MENU, navigate the marker to DEFAULT SET, and press OK. The upgrade has been installed successfully.

• Re-format the SD card on the camera.

Attention: Ltl-5210 / Ltl-5210A/Ltl-5210M Ltl-6210M firmware upgrade program not be compatible with each other. In other word, an upgrade for Model Ltl-5210M only applies to that model. If a camera is falsely upgraded by running a non-compatible program, it will quit working and needs to be sent back for repair. This issue is not covered under warranty.
1 - I insert the SD card into the cam
2 - I format the SD card
3 - I take the SD card in my computer and copy the FW6210A.bin file on the SD card
4 - I insert the SD card back to the cam
5 -  Press “Left” keyboard on the camera and turn on camera to test position
 And LCD will display “upgrade successfully”
6 - I enter the MENU and go to DEFAULT SETTINGS
7 - I press OK (nothing confirm the upgrade)
8 - I format the SD card again
9 - I put the SD card back to my computer and run the Camera SETUP and MMS SETUP and generate to the SD card
10 - I insert the SD card back to the cam and switch to TEST mode again
11 - There I receive 2 messages that the cam setup and mms setup was successfully
